Typical

application:

Demanding high pressure applications requir-
ing SAE J517 100R15 compliant solutions at
pressures up to 500 bar-including hydrostatic
drives, direct drive steering systems and criti-
cal subsystems in off-highway equipment.

@ Premium

EC850

Meets or exceeds: SAE T00R15 | ISO 18752 | EN 856 R13

Agency
specifications:

Dynamax® ultra-performance
four and six wire spiral hose

MSHA

Hose
construction:

Inner tube: Reinforcement:
Four wire spiral (-10,-12,-16)

Synthetic rubber Six wire spiral (-20)

Cover:

Dura-Tuff premium
abrasion

Operating ~40°C t0 +100°C (-40°F to +212°F)
temperature:

Qualified : )

fittings: W (1010-20)

PART SIZE DIMENSIONS PRESSURE BEND WEIGHT

Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
EC850-10 16 15.9 0.63 29.0 1.14 500 7,250 2,000 29,000 200 7.87 1.23 0.83
EC850-12 19 19.0 0.75 333 1.31 500 7,250 2,000 29,000 215 846 1.52 1.02
EC850-16 25 254 1.00 40.4 1.59 500 7,250 2000 29,000 270 10.63 231 1.55
EC850-20 31 318 1.25 50.9 2.00 500 7,250 2,000 29,000 380 14.96 401 2.69
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Core Premium Standard Braided Spiral High-Temp Low-Temj Abrasion Suction

AF451853493784en-010102
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