FC510

Exceeds: EN 857 15C

Premium AQP™ high-temp HI-PAC
one wire braided hose

byDanfoss -40°C to +149°C

- 6.4MM (0.25 IN)
DNé6 -40°F to +300°F

Exceeds EN 857 1SC
MSHA IC-84/18 - DNV - USCG 1AEO

Typical

application:

For applications operating in high tempera-
ture conditions, or applications with higher
than average hydraulic fuid temperatures
such as: mini excavators, skid steer loaders,
mini hydraulic breakers, industrial high pres-

Agency
specifications:

MSHA | DNV | USCG

Hose
construction:

Inner tube:

AQP® Elastomer

Reinforcement:

Hi-Pac® one wire braid

Cover:

Blue AQP Elastomer

Operati o o
sure compact power packs. terr)n;r)aerl:tgure' -40°C to +149°C (-40°F to +300°F)
Qualified
fittings: 1A (410-20)
PART SIZE DIMENSIONS PRESSURE BEND WEIGHT
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure Pressure Radius Weight
mm in mm in bar psi bar psi mm in kg/m lbs/ft
FC510-04 6 6.4 0.25 14.9 0.59 345 5,000 1,380 20,000 76 3.00 0.34 0.23
FC510-06 10 9.5 037 18.2 0.72 275 4,000 1,700 16,000 89 3.50 043 0.29
FC510-08 12 12.7 0.50 20.7 0.81 240 3,500 960 14,000 127 5.00 0.50 0.34
FC510-10 16 15.9 0.63 24.4 0.96 190 2,750 760 11,000 152 6.00 0.66 0.44
FC510-12 19 19.0 0.75 28.2 1.1 155 2,250 620 9,000 178 7.00 0.77 0.52
FC510-16 25 254 1.00 352 1.39 138 2,000 552 8,000 229 9.00 1.05 0.71
FC510-20 31 31.8 1.25 43.7 1.72 112 1,625 448 6,500 279 11.00 161 1.08
e NUegx
nistros ;, —~
%0?5‘““‘ A R’nql’\s‘&;é q
A 7%
TS A ¢
I o & T
o5 & o
S
S e D
SRR Q
g%'\ 165« }o
75100 (:a“{i"\tov~
Core Premium Standard Braided Spiral High-Temp Low-Temp ‘ Abrasion ‘ Suction

AF451853493784en-010102 °Danfoss Core APAC Catalog April 2023 23



