@ Premium
G H 42 5 fPori:nvle:rn; spiral hose

Exceeds: EN856 4SP

GH425-6 Dura-Tuff {490 BAR (7100 PSI)

Typic':al ) Agency
application: specifications:
High pressure hydraulic system service with
petroleum and water-base fluids for low tem-

MSHA | DNV | ABS

Inner tube: Reinforcement: Cover:

Hose

perature applications construction: Synthetic rubber Four wire spiral Dura—Tuff premium
abrasion
g‘;f;aet::t%re: ~40°C to +100°C (-40°F to +212°F)
ﬁt‘ﬁr']'gf'sed 1T(-6t0-10) | 4S (-12 to -16)
Hose O.D. Working Min. Burst Min. Bend
# Hose I.D. (nominal) Pressure pressure Radius Weight
DN mm in mm in bar psi bar psi mm in kg/m lbs/ft

GH425-6 10 9.5 0.38 209 0.82 490 7,100 1,960 28,400 180 7.09 0.70 047
GH425-8 12 12.7 0.50 244 0.96 420 6,100 1,680 24,400 230 9.06 092 0.62
GH425-10 16 159 0.62 28.1 1.11 420 6,100 1,680 24,400 250 9.84 113 0.76
GH425-12 19 19.1 0.75 329 1.30 380 5,500 1,520 22,000 300 11.81 1.50 1.01
GH425-16 25 254 1.00 39.8 1.57 320 4,650 1,280 18,600 340 13.39 215 1.44

Also available with Bruiser ultra-abrasion resistant cover for the highest abrasion protection

GH425B-6 Bruiser {7490 BAR (7100 PSI)

Core Premium Standard Braided Spiral High-Temp Low-Temp ‘ Abrasion ‘ Suction

AF451853493784en-010102 °Danfoss Core APAC Catalog April 2023 13



